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JOINT AIRDROP INSPECTION RECORD (DRAS)
CHECK ONLY ITEMS APPLICABLE TO YOUR SPECIFIC LOAD
INSPECTION
13. DUAL ROW AIRDROP SYSTEM
BEFORE
AFTER
A. DEPLOYMENT PARACHUTE
(1) STATIC LINE ATTACHED TO ANCHOR CABLE/SAFETY TIE INSTALLED
(2) RELEASE AWAY STATIC LINE AND BAG RETAINING LINE (PENDULUM LINE) TIED TO PARACHUTE APEX AND APEX SAFETIED
(3) CORRECT SIZE, BAG CLOSING TIES CORRECT
(4) SECURED TO LOAD, V-RINGS FACING UP
(5) DEPLOYMENT LINE CORRECT LENGTH AND LOOP, ATTACHED FROM DEPLOYMENT PARACHUTE TO CARGO PARACHUTE, PROPERLY
ROUTED AND SAFETIED
B. CARGO PARACHUTE SYSTEM
(1) CORRECT NUMBER, DEPLOYMENT BAGS CLUSTERED
(2) RELEASE STRAPS ATTACHED TO CLEVIS AT PARACHUTE BRIDLE
(3) RESTRAINT STRAP(S) PROPERLY SECURING PARACHUTE(S) AND ROUTED THROUGH RELEASE KNIVES
(4) RELEASE KNIVES SHARP, PROPERLY SAFETIED
(5) RISER EXTENSIONS CORRECT LENGTH, ATTACHED TO PARACHUTES AND RELEASE
C. PARACHUTE RELEASE ASSEMBLY
(1) RELEASE POSITIONED CORRECTLY AND SECURED TO LOAD
(2) PARACHUTE CONNECTORS SEATED IN RETAINER CLAMP
(3) TIMER KEYS EXTENDED, ARMING WIRE SEATED, LANYARD SAFETIED AND
SECURED TO PARACHUTE D-BAG HANDLE, DRAGLINE ATTACHED, DATA TAPE
(M-1)
(4) INDICATOR MARK(S) ALIGNED, ARMING WIRE SEATED, LANYARD SAFETIED
AND SECURED TO PARACHUTE D-BAG HANDLE, DRAGLINE ATTACHED (ACPRS)
D. SUSPENSION SYSTEM
(1) CORRECT NUMBER, LENGTH, AND LOOP
(2) CORRECTLY ATTACHED TO RELEASE AND PLATFORM, PROPERLY PADDED, ROUTED CORRECTLY AND SAFETIED
(3) ACS(S) CENTERED LATERALLY (WIDTHWISE) ON LOAD
E. GENERAL ITEMS
(1) OUTRIGGER ARMS PROPERLY SAFETIED, KNIVES AND LANYARDS INSTALLED
(2) 5,000 LB STRAP REMOVED FROM OUTRIGGERS
(3) LASHINGS UNIFORM, TENSION AND BINDERS SAFETIED
(4) ACCOMPANYING LOAD SECURED
(5) HONEYCOMB FLUSH AGAINST LOAD, GOOD CONDITION AND PROPERLY ARRANGED
(6) PLATFORM NOT DAMAGED OR BOWED, BOTTOM CHECKED
(7) PLATFORM CENTER OF BALANCE (C/B) CHECKED
14. HAZARDOUS MATERIAL CERTIFIED IAW AFMAN(I) 24-204/TM 38-250
15. PLATFORM POSITION/LOCK STATUS VERIFIED
16. BEFORE LOADING INSPECTION
Date/Time Completed
A. TRANSPORTED FORCE INSPECTOR  
UNIT
NAME (Last, First, MI)
SIGNATURE
B. AIRLIFT UNIT INSPECTOR
UNIT
NAME (Last, First, MI)
SIGNATURE
17. AFTER LOADING INSPECTION
Date/Time Completed
A. TRANSPORTED FORCE INSPECTOR
UNIT
NAME (Last, First, MI)
SIGNATURE
B. AIRLIFT UNIT INSPECTOR
UNIT
NAME (Last, First, MI)
SIGNATURE
C. AIRCREW LOADMASTER
UNIT
NAME (Last, First, MI)
SIGNATURE
18. REMARKS
DD FORM 1748-6 (DRAS) INSTRUCTIONS
Complete Joint Airdrop Inspection Record (DRAS) as required by AR 59-4 / OPNAVINST 4630.24E / AFJ 13-210(I) / MCO 13480.1E, and as detailed below:
Item 1. Enter the designation and geographic location of the military unit responsible for the equipment being tendered for airdrop. Example: ADFSD Ft Lee VA.
Item 2. Enter the unit of aircraft commander (Complete during after-loading inspection). Example: 99 AS.
Item 3. Enter the designation of the locality from which the unit being airlifted is departing. Example: Langley AFB VA.
Item 4. Enter the model and series of aircraft that will airlift the equipment to be airdropped. Example: C-17A.
Item 5. Enter the complete serial number (tail number) of the aircraft on which the equipment is loaded. (Complete during the after-loading inspection). Example: 99-0999.
Item 6. Enter the nomenclature of the equipment tendered for airdrop. If additional space is required for mixed pieces of equipment, enter “See Remarks” and describe the entire load in item 18, Remarks. Example: HMMWV, ammunition, petroleum. Enter the type and number of parachutes on the load.
Item 7. Enter the publication number and specific chapter utilized in rigging for airdrop. Example: TM 4-48.05 Chap 5.
Item 8. Enter the aircraft station where aft edge of load is utilized for release gate location. Example: FS 570.
Item 9. Enter the total weight of the DRAS platform. Example: 1500.
Item 10. Enter the total length of the DRAS platform in inches. Example: 192.
Item 11. Enter the total width of the DRAS platform in inches. Example: 88.
Item 12. Enter the total height of the DRAS platform in inches. Example: 50.
Item 13. Complete sections A through E as required.
Item 14. Hazardous material certification. Ensure the user has certified the hazardous material and the proper forms are available.
Item 15. Ensure the platform is properly positioned and the Logistic Lock Status is verified.
Item 16. Enter local time and date of inspections. All entries, including signatures, must be complete and legible. Both the Transported Force and Airlift Unit inspectors certify completion of the inspection. When the load is delivered to the aircraft, the aircrew loadmaster will ensure all items 1 through 12 are entered and correct, all checks in the before loading column (items 13 and 14) are entered, and items 16A and B are completed.
Item 17. Enter local time and date of inspections. All entries including signatures, must be complete and legible. Both inspectors must certify completion. NOTE: After all inspections are completed, the aircrew loadmaster ensures that all applicable columns have been checked and affixes their signature certifying completion of all inspection requirements.
Item 18. Enter any comments pertaining to the load, loading difficulties encountered, or reason for rejection of the load. Also include any other pertinent facts concerning the load or delays. When in flight rigging is required, those items to be completed inflight will be annotated in this block also.
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